VELOP™ - SUSPENDED

Performance Data

PERFORMANCE DATA

Susp Pts 3 Lumens Watts LPW Susp Pts 3 Lumens Watts LPW
LPFO17 460 4 104 LPFO17-LPGO17 930 9 105
LPFO26 700 7 104 LPFO26-LPG026 1410 13 105
LPFO35 930 9 104 LPFO35-LPGO35 1860 18 105
LPFO52 1400 14 100 LPFO52-LPG052 2830 28 101
LPFO80 2050 21 96

Susp Pts 3 Lumens Watts LPW Susp Pts 3 Lumens Watts LPW
LPFO17 870 8 104 LPFO17-LPGO17 1740 7 105
LPFO26 1310 13 104 LPFO26-LPG026 2640 25 104
LPFO35 1740 17 104 LPFO35-LPGO35 3490 33 104
LPFO52 2640 26 100 LPFO52-LPG052 5300 &9 101
LPFO80 3860 40 96

Susp Pts 3 Lumens Watts LPW Susp Pts 3 Lumens Watts LPW
LPFO17 1090 10 104 LPFO17-LPGO17 2200 21 105
LPFO26 1650 16 104 LPFO26-LPG026 3320 32 105
LPFO35 2180 21 104 LPFO35-LPG035 4390 42 104
LPFO52 3320 33 100 LPFO52-LPG052 6670 66 101
LPFO80 4850 51 96

Susp Pts 3 Lumens Watts LPW Susp Pts 3 Lumens Watts LPW
LPFO17 700 7 104 LPFO17-LPFO17 1400 13 105
LPFO26 1050 10 104 LPFO26-LPF026 2120 20 105
LPFO35 1390 13 104 LPFO35-LPFO35 2790 27 105
LPFO52 2110 21 100 LPFO52-LPF0O52 4250 42 101
LPFO80 3070 32 96

Susp Pts 3 Lumens Watts LPW Susp Pts 3 Lumens Watts LPW
LPFO17 1300 12 104 LPFO17-LPGO17 2620 25 105
LPFO26 1970 19 104 LPFO26-LPG026 3960 38 105
LPFO35 2600 25 104 LPFO35-LPGO35 5230 50 105
LPFO52 3960 40 100 LPFO52-LPG052 7950 79 101
LPFO80 5760 60 96

Susp Pts 3 Lumens Watts LPW Susp Pts 3 Lumens Watts LPW
LPFO17 1640 16 104 LPFO17-LPFO17 3290 31 105
LPFO26 2480 24 104 LPFO26-LPF026 4980 48 105
LPFO35 3280 31 104 LPFO35-LPFO35 6580 63 105
LPFO52 4980 50 100 LPFO52-LPFO52 10000 99 101
LPFO80 7240 76 96
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VELOP™ - SUSPENDED

Performance Data

SLO4-AD120-DT1 Susp Pts 3 Lumens Watts LPW  SLO4-AD120-DT2 Susp Pts 3 Lumens Watts LPW

SLO4-AD240-DT1 Susp Pts 4 Lumens Watts LPW  SLO4-AD240-DT2 Susp Pts 4 Lumens Watts

SLO4-AD300-DT1 Susp Pts 4 Lumens Watts LPW  SLO4-AD300-DT2 Susp Pts 4 Lumens Watts LPW

SLO5-AD120-DT1 Susp Pts 3 Lumens Watts LPW  SLO5-AD120-DT2 Susp Pts 3 Lumens Watts LPW

SLO5-AD240-DT1 Susp Pts 4 Lumens Watts LPW  SLO5-AD240-DT2 Susp Pts 4 Lumens Watts LPW

SLO5-AD300-DT1 Susp Pts 4 Lumens Watts LPW  SLO5-AD300-DT2 Susp Pts 4 Lumens Watts
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VELOP™ - SUSPENDED

Performance Data

SLO6-AD120-DT1 Susp Pts 3 Lumens Watts LPW  SLO6-AD120-DT2 Susp Pts 3 Lumens Watts LPW

SL06-AD240-DT1 Susp Pts 6 Lumens Watts LPW  SLO6-AD240-DT2 Susp Pts 6 Lumens Watts

SLO6-AD300-DT1 Susp Pts 6 Lumens Watts LPW  SLO6-AD300-DT2 Susp Pts 6 Lumens Watts LPW

SLO7-AD120-DT1 Susp Pts 3 Lumens Watts LPW  SLO7-AD120-DT2 Susp Pts 3 Lumens Watts LPW

SLO7-AD240-DT1 Susp Pts 6 Lumens Watts LPW  SLO7-AD240-DT2 Susp Pts 6 Lumens Watts LPW

SLO7-AD300-DT1 Susp Pts 6 Lumens Watts LPW  SLO7-AD300-DT2 Susp Pts 6 Lumens Watts LPW
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