
Project Name: Fixture Type:

   

Fixture Code: Quantities:

   

A. LUMINAIRE
127010 23", 12714 lms 127020 29", 15439 lms 127030 33", 19334 lms 127040 46", 30973 lms
127050 56", 38150 lms      

B. CCT
30 3000K (min 80 CRI) 35 3500K (min 80 CRI) 40 4000K (min 80 CRI)  

C. FINISH
WH White BM Bronze Metallic Textured MS Silver Metallic AB Antique Brass
PB Polished Brass SB Satin Brass PC Polished Chrome SN Satin Nickel
F39 Other painted finish (RAL number
required)

F40 Other Non-RAL painted finish
(sample chip required)

   

F39 & F40 have a one time set-up charge regardless of quantity.

D. DIFFUSER
OP Opal      

E. DIMMING
DA DALI Drivers DX DMX Drivers    

F. OPTIONS
RE Remote Emergency (max distance
10ft., 120/277V)

CB Cradle Bars SW Swivel Canopy (42 Degrees)  

G. SUSPENSION LENGTHS
S1 6" additional suspension length S2 12" additional suspension length S3 18" additional suspension length S4 24" additional suspension length

ERELLA™ - SUSPENDED
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DIMENSIONAL DIAGRAMS

ERELLA™ - SUSPENDED
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